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CENTAUR STANDARD 6 HORSE WALKER
CONCRETE PAD INSTALLATION
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ANGULAR PROJECTION IS VISUAL
AID ONLY AND NOT TO BE SCALED.

Center Point for Concrete Anchor Bolts:

AtoB=57%"
CtoD=57"%"
AtoC=46"%"
BtoD=46%"
Diagonals From Anchor Bolt To Anchor Bolt:
AtoD=74%"
BtoC=74"%"

Anchor bolts are %4” in diameter & can be either 18 or 24” in length

NOTE: The dimensions are from the BOLTS, not the slab.

Pad should be 6’ X 6’ Square, 3 Below Grade, and 3" Above Grade
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BASE/PAD MEASUREMENTS
SIDE PANEL

Slab= 72" X 72"
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The above measurements are actual machine measurements

SIDE PANEL

Center Point for Concrete Anchors Bolts:

AtoB=57%"
CtoD=57%"
AtoC=46"1%"
BtoD =461

Diagonals From Anchor Bolt To Anchor Bolt:

AtoD=74"%"
BtoC=74"%"
Anchor bolts are %4” in diameter & can be either 18” or 24” in length

NOTE: The dimensions are from the BOLTS, not the slab.

Pad should be 6’ X 6° Square, 3 Below Grade, and 3 Above Grade
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ELECTRICAL DIAGRAM
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Install 34” PVC Conduit Schedule 40

Line A: 3 wires 10 gauge, (black, black, green, 220 Volt)

NOTE: The dimensions are from the BOLTS, not the slab.
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220 Volt Electrical Diagram

Two Wires Plus

Ground Wire CENTAUR 6 HORSE HOT WALKER
220 VOLT ELECTRICAL INSTALLATION

Power Supply
.— 20 AMP Minimum
Dedicated Breaker

3/4" PVC Electrical

_— Conduit Schedule 40 \

i’
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ﬂJ R Weather Proof B
equires a Weather Proof Box

| for Speed Controller. N

NOT INCLUDED IN PRICE =

] . See Foundation
90 Degree Electrical Conduit Sweep Diagram for Proper

- Hard Wired
Directly to Motor

Electrical

\ Conduit Sweep

Location 90 Degree
ﬁ — Pull Three #10 Gauge Wires (Red, Black and Green)

NOTE 3/4"" Schedule 40 PVC Electrical Conduit—"

All 220/240 Volt Installations Pull Three #10 Gauge Wires (Red, Black, Green).
Maximum Run of Electrical Wire to be 200 Feet (61 M).

Use #8 Gauge Wire for Runs Exceeding 150 Feet (46 M).

Maximum Run to be 200 Feet from 20 AMP Dedicated Breaker.

Electrical Installation by Licensed Contractor
In Compliance with State and Local Building
Code is Standard Procedure Recommended by
Centaur Horse Walkers, Inc.

Minimum Depth of 3/4" PVC Schedule 40 Electrical Conduit to be
TWO FEET DEEP WHERE HORSES WALK.



